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TUZ x a b - c - ML

powder coated

base version

turbine material

base material

diameter

turbowent with external bearings

Chimney draught 

Turbine rotation 
direction 

Wind

Destination S S - flue and smoke ducts

Materia
CH CH - chrome-nickel sheet 1.4301

ML ML - chrome-nickel sheet 1.4301 powder coated (black)

Diameter [mm] ø150 ø200 ø250

Efficiency [m³/h] at wind speed 4 m/s 200 325 550

Underpressure [Pa] (at wind speed 4 m/s) 7.0 6.3 7.0

Max. working temperature [°C] 250

Rotating unit greased ball bearings, placed outside the turbine

Versions of bases 

1.	 Square base openable -PK 2.	 Force-in mounting base - openable -PT-U

3.	 Inlet pipe openable -B 4.	 Force in-mounting base, reduced -X/Y-…PTU

—
TURBOWENT WITH EXTERNAL BEARINGS Ø150÷Ø250
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Measurements table for various inlet diameters

ø 150 Dimensions [mm] Weight [kg]

Base version D dw dz H h1 h2 A B d1 Amount n R CHCH

-PK ~260 150.4 - 400 100 - 250 208 6.2 4 165 2.00

-PT-U ~260 - 144.0 500 157 294 202 158 - - 165 2.20

-B ~260 - 152.0 495 60 197 - - - - 165 2.00

-X/Y-…PTU ~260 - Y 560 157 354 - - - - 165 2.30

ø 200 Dimensions [mm] Weight [kg]

Base version D dw dz H h1 h2 A B d1 Amount n R CHCH

-PK ~320 200.0 - 450 100 - 330 284 6.2 4 195 2.50

-PT-U ~320 - 194.0 540 157 304 202 208 - - 195 2.80

-B ~320 - 201.0 545 60 197 - - - - 195 2.50

-X/Y-…PTU ~320 - Y 600 157 364 - - - - 195 2.95

ø 250 Dimensions [mm] Weight [kg]

Base version D dw dz H h1 h2 A B d1 Amount n R CHCH

-PK ~380 250.7 - 470 105 - 380 330 6.2 4 225 3.80

-PT-U ~380 - 244.0 660 157 314 287 259 - - 225 4.50

-B ~380 - 252.3 585 60 197 - - - - 225 3.70

—
TURBOWENT WITH EXTERNAL BEARINGS Ø150÷Ø250


